� EMBED PBrush  ���          


SLX RECEIVERS


RIGHT ARM to program ARM and DSP 


INSTRUCTION SHEET





Open RightArm ICON on the desktop.





Connect the PORT B (1500240-001) cable to the serial port of your computer & connect the Bendix type connector the SLXg receiver.


(NOTE:  DO NOT apply power to the receiver at this time.)








�EMBED PBrush���





Select CONNECT ICON �EMBED PBrush��� from the Tool Bar on the top of the screen. 


Select the appropriate COM port for your computer.


Select 19200 as the BAUD rate.


	


6.	Select the OK button.


7.	Select PROGRAM ICON �EMBED PBrush��� from the Tool Bar on the top of the screen. 





Place a check mark in the boxes next to ACTIVATE LOADER and START APPLICATION AFTER PROGRAMMING by clicking in the box at the left of each selection listed above.  





Select System Services from the “Program Type” box. 





POWER UP UNIT.





Press SELECT FILE





Choose the loader.bin file.  Press OK





Press Erase and Program





-The STATUS WINDOW will display a progress bar.





-When the unit is done programming the status window will display “ PROGRAM DONE”.





Turn power to receiver OFF





Press Unload File





Select Application for “Program Type”





17.  Place a check mark in the boxes next to ACTIVATE LOADER and START APPLICATION AFTER PROGRAMMING by clicking in the box at the left of each selection listed above.





18.  Turn power to receiver ON





19.  Press Select File





20.  Choose GPSARCHOMNI.BIN.  


(Note:	Make sure that the latest gpsarchomni.bin file is in the active directory that you choose)





21.  Select the “OPEN” Button.  


22.  Click on GET VERSION NUMBER.   This will display the version in the status window.  EX:  3.2





23.  Click on ERASE AND PROGRAM.





-The STATUS WINDOW will display a progress bar.





-When the unit is done programming the status window will display “ PROGRAM DONE”.





If you want to program the DSP software as well continue with steps 1-6 listed below otherwise disconnect power to the receiver and close the RightArm program.








DSP PROGRAMMING





Click “UNLOAD FILE”.





Select “DSP” in the Program Type box.





CLICK on “SELECT FILE”.





Choose the OMNIRUN.HEX  file.


	 


Click on “ERASE and PROGRAM”.





-The STATUS WINDOW will display a progress bar.





-When the unit is done programming the status window will display “DSP Programming Done”.





6.     POWER DOWN RECEIVER.
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